Overview

Nano-enabled construction products have entered into commerce, and exposure assessments are needed to determine if manufactured nanomaterials used in these products pose a health risk to workers. Studies of laboratory animals suggest that some manufactured nanomaterials could be harmful to humans. This study assessed inhalation exposure to zinc oxide (ZnO) nanoparticles during spray application and power sanding of a commercially available wood sealant, and evaluated the effectiveness of local exhaust ventilation in reducing exposure. Filter-based sampling, electron microscopy, and real-time particle counters provided measures of exposure.

Key Findings

- Nanoparticle exposures were similar when sanding either the treated or untreated wood.
- Very few unbound nanoparticles were detected in air samples; rather, nano-ZnO was contained within or on the surface of larger airborne particles.
- Local exhaust ventilation was effective, reducing exposure to nanoparticles by up to 92%.
- Further research is needed to understand risks to construction workers exposed to manufactured nanomaterials; until these risks are better understood, local exhaust ventilation can reduce worker exposure.

For more information, contact:
Bruce Lippy: blippy@cpwr.com

©2017, CPWR – The Center for Construction Research and Training. All rights reserved. CPWR is the research, training, and service arm of North America’s Building Trades Unions, and works to reduce or eliminate safety and health hazards construction workers face on the job. Production of this Key Finding was supported by Grant OH009762 from the National Institute for Occupational Safety and Health (NIOSH). The contents are solely the responsibility of the authors and do not necessarily represent the official views of NIOSH.